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" FIRE RESISTING VENTILATION DUCTS WITH REFERENCE:
KAD’S NONCOATED FIRE RATED DUCT WORK”.

KAD’S NON COATED FIRE RATED DUCTWORK: MECHANICAL
VENTILATION SYSTEM, SMOKE EXTRACTION SYSTEM, DUAL

SMOKE EXTRACTION: SMOKE EXTRACTION CRITERION WAS
MAINTAINED THROUGHOUT THE 120 MINUTES TEST DURATION.
TEST REPORT NUMBER — 19 18785- 85 AND CERTIFICATION NUMBER UAE-1454

, i TA FIRE RATED DUCT SYSTEM
FIRE RESISTING VENTILATION DUCTS WITH REFERENCE:

DFRD
FIRE RESISTING VENTILATION DUCTS, [S, SMOKE EXTRACT, DUAL VENTILATION /
SMOKE EXTRACTION SYSTEM AND CAR PARK SYSTEM WITH

DELTA FIRE RATED DUCTWORK SYSTEM (COATED), WITH 1.2 mm

RATING: (INTEGRITY / STABILITY / INSULATION) : 120,120,30 MIN,

INSTALLATION: VERTICAL AND HORIZONTAL IN ACCORDANCE WITH CERTIFIACTE
NUMBER UAE-1249 AND AS DETAILED IN TEST REPORT NUMBER 15/9885-2628&17 -

Caliti Séﬁﬁ&\ | Dolnagsdy | elaled)
APPLUS-LGAI KAD’S
@y —
eV o R ol T NONCOATED FIRE | yENTILATION/SMOKE EXTRACTION SYSTEM :
A 4 0% e I STABILITY : STABILITY CRITERION WAS MAINTAINED
ke THROUGHOUT THE 120 MINUTES OF TEST DURATION.
INTEGRITY: THE INTEGRITY CRITERION WAS MAINTAINED
THROUGHOUT THE 120 MINUTES TEST DURATION.
REFERENCE.”DFRD”.
S s ?ﬁﬁ%ﬂ%‘ﬂgﬁ DELTA FIRE DELTA FIRE RATED DUCT SYSTEM
Y- / FIRE RATED DUCTS
rn s | CaL caNTER |\ A RAS"I;I:_‘,S% IE):&CT
S.A. MINIMUM THICKNESS OF STEEL SHEET.
MODEL: DERD -800 , DFRD-1800, DERD-2000, DFRD-3000,
RESPECTIVELY.
12571-11
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